Wrpc-v4.1 SPEC reference design:

On UBUNTU machine:

cd wrpc-sw
git pull
git checkout wrpc-v4.1
git submodule init
git submodule update

git log
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cd ppsi
git log
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Make menuconfig
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Make
Build success! => wrc.elf
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commit a77ce3bdecadbb33e0549383888d6717e168a082
Author: Grzegorz Daniluk <grzegorz.danilukgcern.ch>
Date: Fri Jul 7 10:16:27 2017 +0200

doc: last fixes for v4.1 release
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commit ed394bc14116c15571b3181f61513075064cdb76
Author: Grzegorz Daniluk <grzegorz.daniluk@cern.ch>
;Date: Thu Jul 6 16:47:08 2017 +0200

Revert "wr-servo: simplify servo_reset (do as init does)" - it breaks 1-PPS
in master mode

This reverts commit a72f6bdc94bacobccas2a03a2c5e8de1dd3918d6.
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Arrow keys navigate the menu. <Enter> selects submenus ---> (or empty
submenus ----). Highlighted letters are hotkeys. Pressing <v>
includes, <N> excludes, <M> modularizes features. Press <Esc><Esc> to
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[ ] Compile for 16-bit PCS
[ ] Build peer-delay mechanism (and prefer it)
[*] compile minimal IP support in wrpc-sw
[ 1 Include configuration in the output binary
[ ] Include syslog client support
[*] Mini SNMP responder
*1 dd SET support to the Mini SNMP responder
[ ] Include an init command in the binary (build-time)
[ ] Add support for auxiliary diagnostics registers
[ ] Use SDB to manage storage (instead of legacy eeprom code)
[ ] Filter and rx/tx frames in a VLAN (as opposed to untagged)
[ ] Write of WRPC diagnostics to dedicated WB registers
[ ] Build sinple software for test of WR PTP Core in simulation
[*] support absolute calibration

*** wrpc-sw is tainted if you change the following options **
[ 1 Advanced configurations, only for developers

S < Exit >  <Help > <sSave> < Load >





